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Case-built four cylinder 207 in® (3392 cm) high 
torque diesel. 


Four speed with power shuttle and torque converter. 


14! (4.27 m) backhoe or 14’-18’ (4.27 m-5.49 m) tele- 
scoping Extendahoe®. Over-center backhoe transport 
position for loading and roading stability. 


Single lever controls bucket rollback, lift, dump, lower, 
float and return to dig. 


CORRMEREET soon 


Provides flow to the ioadér, backhoe and steering 
valve. Gives optimum speed or power upon demand. 


Absorbs heavy shock loads, maintains power train 
alignment, simplifies servicing. 


Permits servicing of individual components without 
disturbance of the rest of the drive line. 


Roomy work platform, isolated with rubber mounts to 
reduce noise and vibration. Sloping hood and grille 
and 4-way adjustable seat improves visibility and 
operator efficiency. 


Unit shown is equipped with non-standard items. 


J1Case (rennec) 


ATenneco Company c) 


700 State Street Racine, WI 53404 USA. 


Specifications 

§80D Tractor 

Construction King® 

ENGINE 

Make and model. . . .. Case G207D diesel 
TYPO Mel aiceiva it fe ths reese pee triads. sae No. 2 diesel 
NG tat CUES Stans wa seek ce mde he } iake alate en ie aerey 4 
Bore and stroke . . 4" x 4.125" (402mm x 105mm) 
Dep COMEM 5.05.0 54421 oie led EWR 207 in? (3392 cm*) 
Compression ratio........ f WA 
FURLMGUGION s wwanaete masons sens i 18m aniiond seem Injectors 


FPUBSUP BI ica swan ch esanae anak eee bes moe Injection pump 
Air cleaner... ............ Dry type—replacement element 
Oil filter»... 2.2... Replaceable spin-on cartridge, full flow 
Mi elales:1io) (eee eee ee a els. et ee: Positive pressure 
Cooling system.........-.... Pressurized —7 psi (48 kPa) 
Horsepower 
GROSS CN). npc. 2 aces deaceirhtragea & wie geebunignmiee 60 @ 2100 rpm 
(44.7 kW @ 2100 r/min} 
SAE Net)(2):.... s seedtSen cathe nedh. sceb 55 @ 2100 rpm 


(41 KW @ 2100 r/min) 
Max. torque ft-lb 


Gross (1) ..cn223 60,58 paeieglees = 95 pew eee 160 @ 1400 rpm 
(217 Nm @ 1400 r/min) 
SAE Net (2) wise plevioivelexc nous ah ae ae 155 @ 1400 rpm 


(210 Nm @ 1400 r/min} 


(1) Gross engine horsepower or torque at flywheel per SAE J270 
specification. 
(2) Net engine harsepower or torque at flywheel per SAE J270 specification. 


POWER CURVE 
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ENGINE SPEED RPM (1/min) 
ELECTRICAL 
System voltage... .-...--....66. 12 volts, negative ground 
Battry «ss meee Maintenance free, 625 cold cranking 
amps at 0°F (- 18°C) 
Alternator... .tieCenacdanesatidtensenackhheene 42 amp 
POWER TRAIN 


Transmission: 4 speed sliding spur gear with power shuttle and 
torque converter. Permits on-the-go shifting up from 2nd to 3rd 
to 4th and down from 4th to 3rd. 

Torque converter: Single stage hydrokinetic type (2.78 to 1 
ratio). 

Reversing unit: Power hydraulic clutches. 

Brakes: Individual or simultaneous foot actuated, hydraulic 
self-adjusting. Standard 6.5” (165mm) self energizing bands 
and disc. Over-center hand-operated parking brake. 

Final drives: Multiple gear reduction. 


AXLES RATINGS 
FRONT 
LDYTRCITNG wk Giese es 2 We mR eae 44,000 Ibs (19 950 kg) 
BIMIG + scaapenses ss ttheerw genet 11,500 Ibs {5216 kg) 
REAR 
Dynamic .....- ... 54,000 Ibs (24 494 kg) 


BRIE GHA ge iii on eas ae eke elagtaey 13,500 Ibs (6123 kg) 
STEERING 

ROWE StOSring. on csereransavnn origi a coe ye se Hydrostatic 

Hydraulic pump... . . Front mounted, positive displacement, 

gear type, tandem pump 

Pump capacity............ 7 gpm @ 2200 rpm @ 2000 psi 

(26 l/min @ 2200 r/min @ 13 790 kPa) 

Main relief setting....... 2100 +50 psi (14 479 +345 kPa) 

Turning ratio (Stop to stop) ................-..- 2.75 turns 


... 1.5" dia x 6.5” stroke 


Steering cylinders (2) ....... ; 
(38mm dia x 165mm stroke) 


Double acting 


SERVICE CAPACITIES 


U.S. Litres 

Cooling system 

WINEALEN cig ids wie er bheedene 13 qt 15 oz 12.75 

w/o heater .. ... 12 qt 26 oz 9.22 
PUGItANK e:s.c535 patedene daldectance fa sige are 22 gal 83 
Engine oil 

WIRED a1 casa iSau.gieed seed Momae eases 6.6 

w/o filter..... , yf 
Power shuttle . . be 7.6 
Transaxle......... 18.6 
Hydraulic reservoir 

TINH tess edntivt en eatrpacnio eed aes 12.5 gal 47.3 

ONIN sco haa cads sdvtes day Baran Sea8 12 gal 45.4 


TRAVEL SPEEOS—MPH (km/h) 
Engine at full throttle, 17.5L x 24, R4 rear tires. 


FIRST SECOND THIRD FOURTH 


Forward.. 3.4(5.5) 64(10.3) 11.9 (19.1) 21.0 (33.8) 
Reverse.. 3.0(4.8) 5.8(9.3) 10.7 (17.2) 18.9 (30.4) 
580D TIRES 
PLY PRESSURE 
SIZE RATING TREAD PSI (kPa) 
FRONT 7.50x16 10 (11) rib 56 (386) 
8.00x16 10 (F3) truck tread 56 (386) 
11L x 16 10 (F3) truck tread 48 (331) 
REAR 14.9x24 6 (RA) utility traction 20 (138) 
14.9 x 24 8 = (R4) utility traction 24 (165) 
16.9 x 24 6  (F4) utility traction 18 (124) 
“16.9 x 24 8 (FRA) utility traction 24 (165) 
17.5Lx 24 6 (RA) industrial suregrip 16 (110) 
47.5Lx 24 8 (R4) industrial suregrip 22 (152) 


*Must be used on machines equipped with Extendahoe, May also be used 
on machines equipped with 14' (4.27 m) backhoe. 
TURNING CLEARANCE CIRCLE 


Wilh Brake@S:.6.c04cc,teacreeceeds a pee ea ek 21'2" (6.45 m) 
Without brakes ws 241" (7.34m) 


580D Loader 
HYDRAULIC SYSTEM 


Hydraulic pump: Front mounted, positive displacement, gear 
type, tandem pump. 


Pump capacity: 23 gpm @ 2200 rpm @ 2000 psi 
87 I/min @ 2200 r/min @ 13 790 kPa). 


Control valve main relief pressure: 2450 psi (16 892 kPa). 
Filtration: 15 micron, full flow replaceable cartridge on return 
line. Condition indicator light for filter. 

Loader control valve: Mono cast two or three spool. Single lever 
control for lift and tilt. Lift ever has positive hold “float” position 
and “return-to-dig” feature. 

Hydraulic lines: Steel tubing with brazed or flared fittings and 
wire braid, high pressure hose with crimped, full flow fittings. 


Loader cylinders: 


Lit (2) itunes tec 3" dia x 31.5" stroke, 1.75” rod 
(76mm dia x 800 mm stroke, 44mm rod) 
Tt (2) aeep ese ey nena aes Ya 2,5" dia x 20” stroke, 1.5” rod 
(64mm dia x 508mm stroke, 38mm rod) 
CAM 2): ceed pease dees 3" dia x 9” stroke, 1.75” rod 


(76mm dia x 229mm stroke, 44mm rod) 
LOADER BUCKET SIZES (Capacities SAE) 


WIDTH TYPE HEAPED STRUCK 
In m yd* m? yd? m* 
74 1.88 Short lip 75 60 70 50 
82 2.08 Long lip 1.00 78 87 67 
82 2.08 4-in-1 1.00 76 81 62 
OPERATIONAL DATA (General Purpose Bucket) 
Lift capacity to full height.............. 5155 lbs (2338 kg) 
Height to bucket hinge pin-raised ......... 109.4” (3.29 m) 


Bucket rollback at ground line........ 2.2.2... cee 40° 
Breakout force ........... : 


Dump angle at full height.......-...0 0... cece eee 45° 
Grading ANIA: : sei... cows week aber eer eGmereue eet 110° 
SHORT LIP LONG LIP 
Digging depth below ground 
line—bucket flat............. 3,25" 3.25” 
(83 mm) (83 mm) 
Dump clearance at full 
height 45° dump ............. 87.75" §'4" 
(2.64 m) (2.54m) 
Dump reach at full height 
AS? CUMP ecinek ns ag 5 ates yee 25.5" 28" 
(648 mm) (711 mm) 
Reach—bucket on ground...... 5’ 10.8" 6' 4.6" 
(1.80 m) (1.95 m) 
Raising time to full height ....... 5.2 sec 5.2 sec 
Bucket dumping time ....... ae W0-Se6 1.0 sec 
Lowering time, power down ..... 3.0 sec 3.0 sec 
Return-to-dig ...............00. 4.1 sec 4.1 sec 
OPERATIONAL DATA (4-in-1% Bucket) 


Lift capacity to full height .........-.... 4390 Ibs (1991 kg) 
Height to bucket hinge pin .... peqnias 10°85! (3.27im) 


Bucket rollback at ground line........... 2... eee ee 46° 
Breakout force............0.. . 7040 Ibs (31 315 N) 
Dump angle at full height.... i BLP 
Grading angle—clam closed ........--.........000. 103° 
Digging depth below ground line— 

bucket flat. cc.si co. aseieng ody re eae 5.25” (133mm) 
Digging depth—using clam .................. 47” (1.19 m) 


Digging depth—clam open ...............-.- 5” (127mm) 


Dump clearance at full height 


52° dump—clam.............0.000 ee 10'0.25” (3.05 m) 
52° dump—bucket.........-....00000- 8' 6.75" (2.61 m) 
Dump reach at full height—52° dump. ... 27" (686mm) 
Reach-bucket on ground.,........-.- ~» 65” (1.95:m) 


Raising time to full height..............,......--. 5.2 sec 


Bucket dumping time ..... -.. 1 Sec 
Retuninietedighs. ccs 2chya cagatney Seiad eae gue 4.1 sec 
Width of dozer cutting edge ............... 6'9.5" (2.07 m) 
Maximum clam opening.................. 3° 1.3" (947 mm) 
Moldboard height: i255 v.00 dtactiede ck antes 30" (914mm) 
TURNING CLEARANCE CIRCLE 
Bucket rollback—hinge pin at SAE carry position 
With brakes ...... 0.0. eee 30’ 3.25" (9.23 m) 
Withoutibrakes cisnca esc ede cent bendinedad 32'5" (9.88 m) 


Hydraulic pump: Front mounted, positive displacement, gear 
type, tandem pump. 
Pump capacity: 7 gpm @ 2200 rpm @ 2000 psi 

(26 l/min @ 2200 rimin @ 13 790 kPa). 
Control valve: 4 spool sectional valve for hydraulic control of lift, 
tilt, pitch and auiliary with “float’ detent in the lift spool. Single 
spool sectional valve for hydraulic control of lift and mechanical 
adjustment of tilt and pitch. The main relief valve in this system 
is adjusted lower than the loader system pressure. 


Mod hitch cylinders: 


Sia teres eee a eee 3" dia x 8.4” stroke, 1.5” rod 
(76mm x 214mm stroke, 38mm rad) 
TI rec deimaee mens 2.5” dia x 6.31” stroke, 1.25” rod 
(64mm x 160mm stroke, 32mm rod) 
PETRI GH De se Seti ce cance tie nica 2.5” dia x 7” stroke, 1.25” red 


(64mm x 178mm stroke, 32mm rod) 


580D Backhoe DIG DEPTH CHART 


HYDRAULIC SYSTEM 
Hydraulic pump: Front mounted, positive displacement, gear 


type, tandem pump. ee 
Pump capacity: 7 gpm @ 2200 rpm @ 2000 psi o g) 
(26 Ifmin @ 2200 r/min @ 13 790 kPa) g) 
23 gpm & 2200 rpm @ 2000 psi u 
(87 min @ 2200 r/min @ 13 790 kPa) 
30 gpm combined @ 2200 rpm @ 2000 psi . Ic 
(113 ee one @ 2200 r/min @ pay, 6 Fy Level ake : 
13 790 kPa). B12" 118" 
12|—> (3.95 mi =r T — j 
Control valve main relief: 2450 psi (16 892 kPa). a) ale ee }! | » 
Unloading valve setting: 2300 psi (15 858 kPa). s| 16} a a) 
Filtration: 15 micron, full flow replaceable cartridge on return Ee Ft + a bel 1s 
ine. Condition indicator light for filter. ot 26 tS ta Sa | in ion ‘e 
Backhoe control valve: Sectional four spool valve — boom, ee ch >t i - eee A as 2 
dipper, bucket, and swing. Foot or optional hand swing. Regen- Pe a eT a ee a eS 
Beton ral oa a stops. Mono-cast two Mie 6 as Bains. Ml a’-18° 4.27-5.47 m) Extendahoe sa 
spool stabilizer valve with pilot checks. 
Hydraulic lines: Steel tubing with brazed or flared fittings and METERS FEET P 
wire braid high pressure hose with crimped, full flow fittings. rr 2 
Backhoe cylinders: Ship Sante Ceper Let a 
Stabilizers (2) .-.......0..- 4" dia x 21.77" stroke, 2” rod {" 1706 Ibe 74 4p) ee : 
(102mm dia x 553mm stroke, 51mm rod) 4 cia sed wat aay 6 
WINGH(2): sccsienc ree ene bade 4” dia x 11.2” stroke, 2” rod TP !? aosetbsea4 a) 2685 bs (1216 ka} 3 
(102 mm dia x 285mm stroke, 51mm rod) apie 6 
BOOM (2) 2s wiercesces ie 3.2" dia x 42.1” stroke, 1.75" rod LL, 2005 tos 11091 ka 6 
(83mm dia x 1.07 m stroke, 44mm rad) “1179 1s (Gad kad . 
Dipper (1)...........0.00.. 4” dia x 35.12” stroke, 2” rod a 3 
(162mm dia x 892mm stroke, 51mm rod) «¢ —750 Ibs (1066 ko) 4 
Bucket (1).00... 0... .008. 3.5" dia x 30.56” stroke, 2” rod a wee —_ 
(89mm dia x 776mm stroke, 51mm rod) 1. 
Dipper extension (1) ........ 3” dia x 48” stroke, 1.5” rod obo. ee 
(76mm dia x 1.22 m stroke, 38 mm rod) Ay, ern 
LIFT CAPACITY CHART —14’ (4.27 m) Backhoe" ia eee : 
1. Lift capacity figures on this chart are 87% of the maximum lift a 
foree per SAE Definition J31 and J49 at 2450 psi (16 892 ze 
kPa) system relief pressure. i 
2. Top numbers/lift capacity within 45° either side of prime St jg 2198 885997 Ha ae 
mover. 
3. Bottom number/lilt capacity anywhere within full swing arc. re 2) 
4. Figures are stability limited and 75% of tipping load. Tees gece 3) 
5. Figures stated are determined by static tests and do not 4 20 18 16 w 1 0 B & 4 2 i) 
include dynamic factors. mn ? 7 a i T 1 } 
*For Extendahoe lift capacities refer to operator’s manual. oe ) 
; 
OPERATIONAL DATA—14’ (4.27 m) Backhoe and 14'-18' (4.27 m-5.49 m) Extendahoe® ; 
14’ (4.27 m) Backhoe 14'-18' (4.27 m-5.49 m) Extendahoe ) 
RETRACTED EXTENDED » 
Digging depth—SAE ....... pee eats 14/2.1" (4.32 m) 14’ 4" (4.37 m) 18'3" (5.56m) ) 
Overall reach from rear axle centerline. .. 2171.5" (6.44 m) 21/2" (6.46m) 25° (7.62m) 
Digging radius from swing pivot...... ..» 17°8" (5.39 m) 17°8.5" (5.40 m) 21'6.5" (6.57 m) id 
Loading helo htnccccasuntacsaisbans denote’ 11°1.6" (3.39 m) 11°11" (3.63m) 14'3.2" (4.35 m) 
Loading: feathsczic cnn duarematarnacedooes 6'7" (2.01 m) 5'8.6" (1.74m) 9' (2.74m) 
Swing are ..........0-02-2. . 180° 180° 180° 
Bucket rotation— #1 position . . 168° 164° 164° y 
#2 position . eeu lI? 148° 148° ) 
Stabilizer spread— operating position ieee 9'0.25" (2.75m) 90.25" (2.75 m) 9'0.25” (2.75 m) 
Stabilizer spread—transport position ... 6'8.6" (2.05m) 6’8.6" (2.05 m) 6'8.6" (2.05m) 
Stabilizer angle—from straight....... gos 2° 20° 20° an, 
Digging force, bucket cylinder, SAE......... 10,446 lbs (46 466 N} 10,548 Ibs (46 920 N) 10,548 Ibs (46 920 N) 
Digging force, dipper cylinder, SAE......... 60714 Ibs (26 752 N) 5835 Ibs (25 955 N) 4082 Ibs (18 158 N) 
Leveling angle (maximum slope on 
which backhoe will make vertical] cut)..... 12° 12° 12° 


——————————————— —————— 


580D Loader/Backhoe 69 Ne 
Dimensional Data Ny } 
We 


TRACTOR 
Overall IGNQTH icin ge cesoies Sorts vate eels 11° 1.8” (3.40 m) 
Overall width .......0.00.. 6'6.2" to 6'8.8" (1.97 to 2.05m) 


Height: to top of canopy... 6.0.62... eee 8'7” (2.62 m) 
Height; to top of cab 6... .. 87.5" (2.63 m) 
Height; to top of exhaust stack... .. . 8°10,5" (2.71 m) 
Height: to top of steering wheel. wees 611" (1.85 m) 
Ground clearance (tractor main frame) .... 9.125" (232 mm) 


Front wheel tread ......... 411" of 5/2” (1.5m or 1.6m) 
Rear wheel tread . . ... 5°2” (1.6m) 
Wheel base....... 8' 10.4" (2.09 m)} 
LOADER 
GENERAL PURPOSE BUCKET SHORT LIP LONG LIP 
Overall iength .o.........0.0- . 16'9.2" 16'2.3" 
(4.80 m) (4.93 m) 
Overall width ...............00- 6’5.5" 6'5.5" 
(1.97m) (1.97) 
Overall operating height ........ 133.3" 133.3 
(4.05m) (4.05 m) 
Digging depth below ground— 
buUCKat flatcncess via gk toaowss 3.25” 3.25” 
(83mm) (83 mm) 
Heighi to bucket hinge pin ...... 10'9.4” 10° 9.4’ 
(3.29 m) (3.29 m) 
Dump clearance full height 
45° dump ........... ‘ - 87.8" 84" 
(2.64 m) (2.54m) 
Dump angle ai full height ....... 45° 45° 
Dump reach at full height 
ABM AUMP ascends aceciiate ad 25.5" 28” 
(648 mm) (711mm) 
Bucket rollback at ground line ... 40° 40° 
4-in-1 BUCKET 
Overall Wenge createed a piaer eens avon 16’ (4.88m) 


Height to bucket hinge pin 10’ 8.5" (3.26 m) 
Digging depth below ground— bucket flat... 5.25” (433mm} 
Dump angle at full height.........00.... 0. eae 52° 
Dump clearance at full height 
52° dump—clam 
— bucket 


10'0.25" (3.05 m) 
8'6,75" (2.61 m) 


S27 GUM Prisas coats ptietitanesay eed aooud 27" (686mm) 
Bucket rollback at ground line... 0.20.0... 6... eee 45° 
BACKHOE 

14' (4.27 m) EXTENDAHOE 
RETRACTED EXTENDED 
Overall length— 
transport 
Short lip bucket 21'10.9" 22' 2.25" N/A 
(6.68 m) (6.76 m) 
Long lip bucket. 224" 22°7,35" N/A 
(6.81m) (6.89 m)} 
4-in-1 bucket... 22°1.5” 22’ 4.85" N/A 
(6.74m) (6.83 m) 
Overall reach from 
rear axle 
centerline ...... 21°15" 21" 2" 25° 
(6.44m) (6.46 m} (7.62m) 
Overall height, 
maximum ...... 18’ 8" 18'8" 22°" 
(5.69 m) (5.691) (6.7m) 
Transport height... 11°3.1” 1175.5" NYA 
{3.43 m) (3.49m) 
Overall width— 
transport ....... 6' 9" 6'9" 6'9" 
(2.06 m) (2.06 m) (2.06m) 
Ground clearance at 
backhoe main 
WAIMG . vances 116" Adee? 11.3" 
(295mm) (287mm) — (287 mm) 
Angle of 
departure ...... ez 2° oy 


NOTE: Specifications taken with 11L x 16, 10 PR front tires, 
17.5Lx 24, 6PR rear tires, ROPS canopy, 14' (4.27 m) backhoe 
with 24” (610 mm} trenching bucket, loader with 74” (1.88 m) 
short lip bucket and standard equipment unless otherwise 
specified, 


Equipment Attachments 


STANDARD EQUIPMENT 
TRACTOR 


Air cleaner, dry type with replaceable cartridge ® Antifreeze 
solution to ~ 20°F (— 29°C) @ Axle (front), heavy-duty with 59” 
(1.50 m) fixed tread @ Brakes, hydraulic @ Brake, parking, over- 
center @ Electrical system, 12 volt @ Engine, 55 hp (41 kW) 
Case G207D diesel e Fenders, rear @ Floor plates @ Fuel 
opening, lockable # Gauges and Instruments: air cleaner re- 
striction light, alternator, charge warning lamp, condition light 
for loader and backhoe hydraulic system filter, converter tem- 
perature gauge, engine oil pressure warning light, engine water 
temperature gauge, fuel level gauge, hourmeter, tachometer, 
voltmeter @ Grille, heavy-duty e Headlights (two shock 
mounted), one rear working and one red tail @ Instrument 
cluster, illuminated # Muffler, upright oval with deflector @ Oil 
cooler, hydraulic e Oil filter, full flow ¢ Power shuttle with torque 
converier, 4-speed transaxle with differential lock e Radiator 
opening, lockable ¢ Reservoir (hydraulic-single), for steering, 
loader and backhoe @ ROPS canopy on isolated operator's 
compartment @ Safety belt, seat mounted ® Seat, Easy Ride 
with single lever turn-around adjustment e Side panels, full 
iength of engine e@ Side panels, lockable @ Steering, hydrostatic 
® Throttle, hand and foot © Tires (front) 7.50 x 16, 10 PR, lle 
Tires (rear), 14.9x 24, 6PR, Ré4 utility traction tread @ Toolbox @ 
Wrap, front 


LOADER 


All tractor standard equipment e@ Single lever control @ Hy- 
draulic system, camplete e Indicator, bucket level ¢ Loader 
(less bucket) ® Return-to-dig e Self-ieveling @ Support, strut, 
lift arm 


14’ (4.27 m) BACKHOE 

All tractor and loader standard equipment ® Hydraulic system, 
complete, including three lever, foatswing control ® Over- 
center backhoe (less bucket) Model 35A with quick disconnect 
mounting @ Stabilizers with two position cleated pads 


14’-18' (4.27 m-5.49 m) EXTENDAHOE 

All tractor, loader and backhoe equipment ® Hydraulic tele- 
scoping extendahoe, accessory hydraulics and front counter- 
weight 


OPTIONAL EQUIPMENT 


TRACTOR 

Air conditioning @ Alarm, backup ® Anti-freeze to — 40°F 
(— 40°C) # Beacon, rotating ¢ Emblem, SMV © Floor mat @ Full 
lockup package @ Hitch, modular 3-point @ Horn @ Lights, com- 
bination tail, stop, directional and flasher (canopy only) @ 
Muffler, spark arresting @ Paint, special e ROPS cab with air 
filtration, defogger, heater and pressurization @ Seat, deluxe @ 
Start kit, cold weather @ Tires, various sizes — see tractor 
section ® Weights, front end 


LOADER 

Alltractor optional equipment @ Accessory hydraulics # Bucket 
teeth e Rear counterweight ® 82” (2,08 m) long lip, 74” (1.88 m) 
short lip, 82” (2.08 m) 4-in-1 buckets 


BACKHOE 

All tractor and loader optional equipment @ Backhoe floor mate 
Boom lockout @® Counterweight, front # Dual lever backhoe 
controls @ Street-cemetery stabilizer pads @ 12” (305 mm), 18” 
(457mm), 24" (610 mm), 30" (714mm) standard duty trenching 
buckets @ 18” (475mm), 24” (610mm), 30° (762mm), 36” 
(914 mm) heavy-duty trenching buckets 


Form No. UD87680 


APPROXIMATE SHIPPING WEIGHTS 

NOTE: Specifications taken with 11L x 16 front tires, 17.5L x 24 
rear tires, ROPS canopy and standard equipment unless other- 
wise specified. 

TRACTOR 


Drawbar tractor w/ROPS canopy .. 
Drawbar tractor w/ROPS cab ..... 


.. 6000 Ibs (2722 kg) 
.. 6320 Ibs (2867 kg) 


Air conditioning ..................005 add 30 Ibs (13.6 kg) 
TRACTOR WITH LOADER (Less Bucket) 
Without rear counterweight ............ 7350 Ibs (3334 kg) 
Rear counterweight (required 

with no rear attachments)........ add 1495 'bs (3157 kq) 
LOADER BUCKETS (Optional) 
74” (1.88m) short lip... eee 600 Ibs (272 kg) 


82” (2.08 m) long lip. . . .. 760 lbs (345 kg) 
82" (2.08m) 4-in-1* 1130 Ibs (513 kg) 


TRACTOR WITH LOADER/BACKHOE (Less Buckets) 


14’ (4.27 m) backhoe................ 10,425 Ibs (4729 kg) 
Extendahoe®..........2.20. 0.00 eee 11,134 Ibs (5050 kg) 
Front counterweight (required w/extendahoe) 

ice Ge ua Pees ica neti anseemamome dk add 800 ibs (363 kg) 


BACKHOE BUCKETS (Optional) 


Standard Heavy-Duty 
Trenching Trenching 
12” (305mm) ..... 198 Ibs ( 90 kg) N/A 
18” (457mm) ..... 238 Ibs (108 kg) 322 Ibs (146 kg) 
24” (610mm)..... 270 Ibs (122 kg) 380 Ibs (175 kg) 
30” (762mm) ..... 306 Ibs (139 kg) 410 Ibs (186 kg) 
36” (914mm)..... 346 Ibs (157 kg) 4.58 Ibs (208 kg) 
MOD HITCH 
8 pont HitGh ais cncsc ccna nn ceses hdres 700 Ibs (321 kg) 


Extendahoe, 4-in-1 and Construction King are trademarks of the JI Case 
Company. 

NOTE: All specifications are stated in accordance with ICED definitions or 
SAE standards or recommended practices, where applicable. 
IMPORTANT 

J 1 Case Company reserves the right to change these specifications without 
notice and without incurring any obligation relating to such change. 


Sold and serviced by: 


Printed in U.S.A. 


